
STEEL GRAD 

SPECIFICATIOL 
OvaX 300 

General information 

OvaX 300 is an ingot cast high tensile quench and tempering steel with very high strength and toughness. 

OvaX 300 is an excellent choice for shafts and machine components. The high silicon content will give 

an improved tempering resistance. The grade is produced with the quality class IQ (isotropic quality). This 

ensures a very low number of elongated sulphide inclusions which will give more isotropic properties. The 

high oxidic cleanliness will enable the steel to meet the same high demands as for re-melted qualities. The 

carbon range will give a high surface hardness after surface induction hardening. 

Comparable standard designations 

Chemical composition 

Steel cleanliness 

CM 
O 
CD 

O 

10 

Inclusion limit OvaX steels 

10 50 

Bar diameter (mm) 

100 



Heat treatment 

Other properties (typical values) 

Young's modulus (GPa) Poisson's ratio (-) Shear modulus (GPa) Density (kg/m3) 

Average CTE 20-300°C 

(um/m°K) 

Specific heat capacity Thermal conducitvity Electrical resistivity 

50-100°C 

(J/kg°K) 

Ambient temperatur Ambient temperature 

(W7m°K) (uflm) 
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Disclaimer 

The information contained on this data sheet is provided without any warranty by Ovako of the accuracy of the information or the suitability of any product for any 

particular use. While Ovako believes that it has taken care to assemble the information, the information is furnished "as is". Ovako warns readers of the data sheet 

that they should not rely upon the information without separate written confirmation from Ovako, and Ovako therefore excludes any liability, including for negligence 

and other allegedly tortuous conduct, based upon the information set forth. 
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